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Altech Offers a Large Selection of
Automation and Control Components
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Altech’s line of Motor Disconnect Switches are
UL 508 listed as Manual Motor Contr ollers for
AC Motor Starting Across-the-line and AC
General use.  This new 16 page catalog in-
cludes the 3 different handle designs, which
are all available in gray/black or yellow/red
housings.  Electrical ratings are 25-150A /
600V.  The switches are non-fused DIN Rail
mountable.  Neat features include:  snap-on
auxiliary switches, door mounting kit and a
retrofit 30A fuse holder. Also featured are En-
closed Motor Disconnect Switches & Fused
Enclosed Motor Disconnect Switch (30A) in
plastic or stainless housings.

Altech Corp. ®

35 Royal Rd., Flemington, NJ 08822
908-806-9400
www.altechcorp.com

Altech offers a broad selection of non-metallic
and aluminum Industrial Enclosures to meet
your diverse design requirements. Sizes range
from 1.97 x 2.05 x 1.38 to 35.43 x 11.81 x 5.59
inches. Materials include polycarbonate, poly-
styrene, polypropylene, ABS or aluminum.
Polycarbonate and aluminum series have
been recently expanded. Protection up to IP67
(NEMA 4, 4X). Smooth sidewalls or sidewalls
with knockouts. Enclosures can be mounted
directly onto a panel, frame or other mounting
surfaces. EMI / RFI Coating is available. Com-
petitive cover printing is available. Hinge Kits.
Customization available.
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Circuit Pr otection Devices Industrial Enclosur es

New spring clamp printed cir cuit board termi-
nal blocks with push-in technology. Fixed
push-in PCB terminals, PCB power terminals
push-in, tension spring terminals and push-in
plugs. 
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PCB Spring Clamp & Push-In T erminal Blocks

Power Supplies
Altech DIN RAIL mountable power supplies
have Universal AC input. They are suitable for
industrial and automation applications. UL508
Listed or UL Recognized. Single and Three
phases up to 960W. Outputs of 5V, 12V, 15V,
24V and 48V. Class 2 devices are available. In-
stalled on DIN rail TS35/ 7.5 or 15. Protections
of Short circuit / Overload / Overvoltage / Over
temperature. Cooling by free air convection.
All-In-One DC-UPS, battery based. Ultra Ca-
pacitor DC-UPS, no battery required. World-
wide approvals. 3 year warranty.
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Altech the market leader in UL508 Manual
Motor Controllers/ Miniature Circuit Breakers
now introduces UL489 Miniature Circuit
Breakers and UL1077 Supplementary Protec-
tors. The UL489 versions are DIN rail mounted,
17.5mm wide, thermal magnetic, 240V,
480Y/277V AC, 50/60Hz, 125 and 250 VDC
models, with short circuit interrupt capacity of
10kA, a positive trip indicator, and are line/load
reversible. The UL1077 versions are DIN rail
mounted, 17.5mm wide, thermal magnetic,
480Y/277V AC, 50/60Hz, a short circuit with-
stand capacity 10kA, have a positive trip indi-
cator.
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Smart Relays

Supports up to 48 I/Os (32 digital inputs & 16
digital outputs). DST Feature Available. Backlit
LCD Screen for display & modification of pre-
selected parameters of functional blocks,
viewing I/O status and programming on the
device. PC software for programming, online
& offline simulation, documentation & printing.
Designed for use in automation for commercial
& Industrial sectors. Modbus Communication.
UL 508 (UL File No. E352868), IEC 61000-3-2
and IEC 61000-4-2-1~11. 250 lines of ladder
programming. 16 soft text messages, Time
Switches, Compare Counters, Timers, Coun-
ters & 12 analog functions.
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Motor Disconnect Switches


