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12-Pin M16 Cable
Cable: PVC jacket, nickel-plated brass coupling nut
Conductors: 22 AWG
Voltage Rating: �250V ac     Temperature: -30° to +80° C

Pinout Style Model Length Dimensions Used With

1 = White	          Female
2 = Brown 
3 = Green
4 = Yellow
5 = Gray
6 = Pink
7 = Red
8 = Black
9 = Violet
10 = Gy/Pk 
11 = Rd/Bu    12 = Blue

2
11
3

67
12
8
9
10

4
5

1

12-Pin Euro

Straight

MQDC-1210ST 3 m
19 mm
max.

58 mm
max.

Euro 12 Pin Straight

• LT7

MQDC-1230ST 10 m

12-Pin QD to DB15
Pinout Style Model Length Dimensions 12-Pin QD Dimensions DB15 Used With

Male QD

Male DB15

Straight/DB15
PPC06 2 m

ø 9.5 mm

ø 14.7 mm

55 mm

32.3 mm

50.6 mm

18 mm

• Pro
PPC23 7 m

Straight
(High-Flex)/

DB15

PPC06HF 2 m

PPC23HF 7 m

Right-Angle/
DB15

PPC06RA 2 m 37.5 mm

ø 9.5 mm

ø 14.7 mm

47.6 mm

PPC10RA 3 m

PPC23RA 7 m

Right-Angle 
(High-Flex)/

DB15

PPC06RAHF 2 m

PPC23RAHF 7 m

Female QD

Male DB15

Straight/DB15

PPC13S 4 m 48.8 mm

ø 8 mm

ø 13 mm 32.3 mm

50.6 mm

18 mm

• Sealed Pro

PPC23S 7 m

Straight/DB15

P4C06SIM 2 m

ø 9.5 mm

ø 14.7 mm

55 mm

39.4 mm

26 mm

52 mm
• P4 to PPSIM 
  with DB15 
  connector

P4C23SIM 7 m

P4C32SIM 10 m

12-Pin QD
Pinout Style Model Length Dimensions Used With
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1 = Yellow	          Female QD
2 = Gray 
3 = Orange
4 = Pink
5 = Black
6 = Red
7 = White
8 = Light Blue
9 = Purple
10 = Green 
11 = Blue
12 = Brown	    Shield = Bare Metal

Straight

P4C06 2 m

ø 9.5 mm

ø 14.7 mm

55 mm

• P4
• PPSIM with terminal 
  strip to P4P4C23 7 m

P4C32 10 m

P4C50 16 m

P4C75 23 m
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3-Pin Micro-Style Cables
Cable: PVC jacket, 3 x 22 AWG
Conductors: PUR (polyurethane) body, nickel-plated coupling nut, gold-plated contacts
Voltage/Current Rating: �250V ac/dc, 4.0 A
Temperature: +105° C

Pinout Style Model Length Dimensions Used With

1

23

Female

1 = Green 
2 = Red/Black	
3 = Red/White

Straight

MQDC-306 2 m

ø 1/2-20UNF

ø 14 mm

41 mm
max.

Micro Straight

• MINI-BEAM ac 
  SM2A312 sensorsMQDC-315 5 m

MQDC-330 9 m

Right-Angle

mqdc-306ra 2 m 38 mm max.

1/2-20UNF-2B
ø 15 mm

Micro RA

38 mm
max.MQDC-315RA 5 m

MQDC-330RA 9 m

5-Pin Micro-Style Cables with Shield
Cable: PVC jacket, 5 x 22 AWG with 22 AWG drain wire

Conductors: PUR (polyurethane) body, nickel-plated brass coupling nut, gold-plated contacts
Voltage Rating: �250V ac/dc, 4.0 A
Temperature: +105° C

Pinout Style Model Length Dimensions Used With

5-Pin Micro Shielded

3

2
51

4

Female

1 = Brown 
2 = White
3 = Yellow
4 = Black
5 = Blue

Straight

MQVR3S-506 2 m

ø 1/2-20UNF

ø 14 mm

41 mm
max.

Micro Straight

•	 QT50U ac/dc 
   sensors
• EZ-LIGHT ac 
  indicators

MQVR3S-515 5 m

MQVR3S-530 9 m

Right-Angle

mqVR3S-506ra 2 m
38 mm max.

1/2-20UNF-2B
ø 15 mm

Micro RA

38 mm
max.MQVR3S-515RA 5 m

MQVR3S-530RA 9 m

4-Pin Micro-Style Cables
Cable: PVC jacket, 4 x 22 AWG
Conductors: PUR (polyurethane) body, nickel-plated brass coupling nut, gold-plated contacts
Voltage/Current Rating: �250V ac/dc, 4.0 A
Temperature: +105° C

Pinout Style Model Length Dimensions Used With

Female

1 = Red/Black 
2 = Red/White	
3 = Red
4 = Green

4-Pin 4-Wire Micro

4

1
2

3 Straight

MQAC-406 2 m

ø 1/2-20UNF

ø 14 mm

41 mm
max.

Micro Straight

•	 Q45 ac series 
	 (suffix Q1)
•	 S18, M18, T18, Q25, 
	 S30, T30 & Q40 ac 
	 sensors (suffix Q1)
•	 Q60 

MQAC-415 5 m

MQAC-430 9 m

Right-Angle

mqAc-406ra 2 m
38 mm max.

1/2-20UNF-2B
ø 15 mm

Micro RA

38 mm
max.MQAC-415RA 5 m

MQAC-430RA 9 m

http://www.bannerengineering.com/pdflink.php?page=410&link=A&part=78466
http://www.bannerengineering.com/pdflink.php?page=412&link=D&part=78466
http://www.bannerengineering.com/pdflink.php?page=412&link=D&part=78466
http://www.bannerengineering.com/pdflink.php?page=415&link=F&part=78466
http://www.bannerengineering.com/pdflink.php?page=415&link=F&part=78466
http://www.bannerengineering.com/pdflink.php?page=412&link=S&part=78466
http://www.bannerengineering.com/pdflink.php?page=412&link=S&part=78466
http://www.bannerengineering.com/pdflink.php?page=412&link=C&part=78466
http://www.bannerengineering.com/pdflink.php?page=412&link=C&part=78466
http://www.bannerengineering.com/pdflink.php?page=412&link=E&part=78466
http://www.bannerengineering.com/pdflink.php?page=412&link=F&part=78466
http://www.bannerengineering.com/pdflink.php?page=412&link=G&part=78466
http://www.bannerengineering.com/pdflink.php?page=412&link=H&part=78466
http://www.bannerengineering.com/pdflink.php?page=412&link=I&part=78466
http://www.bannerengineering.com/pdflink.php?page=412&link=J&part=78466
http://www.bannerengineering.com/pdflink.php?page=412&link=K&part=78466
http://www.bannerengineering.com/pdflink.php?page=412&link=G&part=78466
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3-Pin Mini-Style Cables
Cable: PVC jacket, PUR (polyurethane) connector body, nylon coupling nut
Conductors: 18 AWG high-flex stranded. PVC insluation, gold-plated contacts
Voltage Rating: �250V ac/300V dc
Temperature: -40° to +80° C

Pinout Style Model Length Dimensions Used With

Female

1 = Brown 
3 = Blue
4 = Black

3-Pin 3-Wire Mini

13

4

Straight

MBCC-306 2 m

7/8-16UN-2B

ø 28 mm
max.

61 mm
max.

Mini Straight

• Q45

MBCC-312 4 m

MBCC-330 9 m

Straight

SmICC-306 2 m
• SMI30 Intrinsically 
  safe dc sensorsSMICC-312 4 m

SMICC-330 9 m

1=Red/Black
3=Red/White
4=Green

Straight
SM30CC-306 2 m

• SM30 2-wire ac 
  sensorsSM30CC-312 4 m

4-Pin Mini-Style Cables
Cable: PVC jacket, PUR (polyurethane) connector body, nylon coupling nut
Conductors: 18 AWG high-flex stranded. PVC insluation, gold-plated contacts
Voltage/Current Rating: �250V ac/300V dc
Temperature: -40° to +80° C

Pinout Style Model Length Dimensions Used With

4

31

2

Female

1 = Brown 
2 = White
3 = Blue
4 = Black

Straight

MBCC-406 2 m

7/8-16UN-2B

ø 28 mm
max.

61 mm
max.

Mini Straight

• �Q45 dc sensors 
(suffix Q)

• �OMNI-BEAM dc 
power blocks

• �SM30 dc sensors
• �OTB w/solid-state 

output
• STB with solid-state 
   output

MBCC-412 4 m

MBCC-430 9 m

5-Pin Mini-Style Cables
Cable: PVC jacket, PUR (polyurethane) connector body, nylon coupling nut
Conductors: 18 AWG high-flex stranded, gold-plated contacts
Voltage Rating: �250V ac/300V dc
Temperature: -40° to +90° C

Pinout Style Model Length Dimensions Used With

Female

1 = Brown 
2 = White
3 = Blue
4 = Black
5 = Yellow

5-Pin Mini

4

31

5

2

Straight

MBCC-506 2 m

7/8-16UN-2B

ø 28 mm
max.

61 mm
max.

Mini Straight

• �Q45 Laser Retro
• �OMNI-BEAM ac 

power blocks
• �OMNI-BEAM dc w/ 

e/m relay
• �OTB & LTB w/SPDT 

relay
• �Q45 5-wire ac
• STB with e/m relay

MBCC-512 4 m

MBCC-530 9 m

http://www.bannerengineering.com/pdflink.php?page=410&link=A&part=78466
http://www.bannerengineering.com/pdflink.php?page=412&link=C&part=78466
http://www.bannerengineering.com/pdflink.php?page=420&link=A&part=78466
http://www.bannerengineering.com/pdflink.php?page=420&link=A&part=78466
http://www.bannerengineering.com/pdflink.php?page=420&link=B&part=78466
http://www.bannerengineering.com/pdflink.php?page=420&link=B&part=78466
http://www.bannerengineering.com/pdflink.php?page=412&link=C&part=78466
http://www.bannerengineering.com/pdflink.php?page=412&link=C&part=78466
http://www.bannerengineering.com/pdflink.php?page=412&link=B&part=78466
http://www.bannerengineering.com/pdflink.php?page=412&link=B&part=78466
http://www.bannerengineering.com/pdflink.php?page=420&link=B&part=78466
http://www.bannerengineering.com/pdflink.php?page=420&link=C&part=78466
http://www.bannerengineering.com/pdflink.php?page=420&link=C&part=78466
http://www.bannerengineering.com/pdflink.php?page=412&link=R&part=78466
http://www.bannerengineering.com/pdflink.php?page=412&link=R&part=78466
http://www.bannerengineering.com/pdflink.php?page=412&link=C&part=78466
http://www.bannerengineering.com/pdflink.php?page=412&link=B&part=78466
http://www.bannerengineering.com/pdflink.php?page=412&link=B&part=78466
http://www.bannerengineering.com/pdflink.php?page=412&link=B&part=78466
http://www.bannerengineering.com/pdflink.php?page=412&link=B&part=78466
http://www.bannerengineering.com/pdflink.php?page=420&link=C&part=78466
http://www.bannerengineering.com/pdflink.php?page=420&link=C&part=78466
http://www.bannerengineering.com/pdflink.php?page=412&link=C&part=78466
http://www.bannerengineering.com/pdflink.php?page=412&link=R&part=78466
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5-Pin Mini-Style Cables with Shield
Cable: PVC jacket, PUR (polyurethane) connector body, nylon coupling nut
Conductors: 18 AWG high-flex stranded, PVC insulation, gold-plated contacts
Voltage Rating: �250V ac/300V dc
Temperature: -40° to +80° C

Pinout Style Model Length Dimensions Used With

Female

1 = Brown 
2 = White
3 = Blue
4 = Black
5 = Yellow

5-Pin Mini

4

31

5

2

Straight

MBCC2-506 2 m

7/8-16UN-2B

ø 28 mm
max.

61 mm
max.

Mini Straight

• QT50U
• Q45U
• Q45UR

MBCC2-512 4 m

MBCC2-530 9 m

5-Pin Mini-Style Cables with Shield and “Twisted Pair”
Cable: PVC jacket, PUR (polyurethane) connector body, nickel-plated brass coupling nut
Conductors: 18 AWG high-flex stranded, PVC insulation, gold-plated contacts
Voltage Rating: �250V ac/300V dc
Temperature: -40° to +80° C

    Pinout Style Model Length Dimensions Used With

5-Pin Mini

1

24
3

5
Female

1 = Black 
2 = Blue
3 = Drain
4 = Brown
5 = White

Straight

QDC-515C 5 m

58 mm

ø 26 mm

7/8-16UNF

QDC Mini Straight

•	 MINI-ARRAY
•	 High-Resolution 
  MINI-ARRAYQDC-525C 8 m

QDC-550C 15 m

MAQDC-575C 22 m

MAQDC-5100C 30 m

MAQDC-5125C 38 m

MAQDC-5150C 45 m

http://www.bannerengineering.com/pdflink.php?page=410&link=A&part=78466
http://www.bannerengineering.com/pdflink.php?page=415&link=F&part=78466
http://www.bannerengineering.com/pdflink.php?page=412&link=C&part=78466
http://www.bannerengineering.com/pdflink.php?page=412&link=C&part=78466
http://www.bannerengineering.com/pdflink.php?page=421&link=A&part=78466
http://www.bannerengineering.com/pdflink.php?page=421&link=A&part=78466
http://www.bannerengineering.com/pdflink.php?page=421&link=A&part=78466
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BNC Coaxial Video Cordsets
Pinout Style Model Length Dimensions Used With

Male
Video 

Coaxial
with BNC

BNC06 2 m 16 mm

ø13.6 mm

ø14.5 mm
• Pro
• P4BNC15 5 m

BNC30 9 m

RJ45 Ethernet Cordsets
End View Style Model Length Dimensions Used With

Male
Cat5e Shielded STP07

2.1 m
40.5 mm

11.6 mm

14.3 mm

• Pro
• P4Cat5e Crossover 

Shielded
STPX07

Cat5e Shielded STP25
7.3 mCat5e Crossover 

Shielded
STPX25

Cat5e Shielded STPX75 23 m

DB9 Communication Cordsets

End View Style Model Length Dimensions Used With

Male

Female
Male DB9/ 

Female DB9

DB9P06 2 m

31 mm
18 mm

47.5 mm

31 mm
16.4 mm

47.5 mm • Pro

DB9P15 5 m

DB9P30 9 m

 

Female

2 = Transmit (TX) 
3 = Receive (RX)
5 = Ground (GRD)

Male DB9/
Female DB9

MASC 2 m

31.5 mm

18 mm

55.6 mm

31.5 mm

16.2 mm

55.5 mm
• MINI-ARRAY
• High-Resolution 
  MINI-ARRAY

Communication Cordsets

End View Style Model Length Dimensions Used With

Male

	 1 = Brown
	 2 = White
	 3 = Blue
	 4 = Black
	 5 = Gray

5-Pin Female Euro

1

4
53

2

Straight

MQDMC-506 2 m
M12X1

Ø14.5 mm
(0.57")

40.0 mm
(1.57")

• EZ-ARRAY to 
  INTUSB485-1 
  USB Serial 
   Adapter

MQDMC-515 5 m

MQDMC-530 9 m

Right-Angle

MQDMC-506RA 2 m
31.8 mm
(1.25")

31 mm
(1.22")

M12X1

Ø13.5 mm
(0.53")

MQDMC-515RA 5 m

MQDMC-530RA 9 m

MaleFemale

MaleFemale

http://www.bannerengineering.com/pdflink.php?page=410&link=A&part=78466
http://www.bannerengineering.com/pdflink.php?page=418&link=B&part=78466
http://www.bannerengineering.com/pdflink.php?page=418&link=C&part=78466
http://www.bannerengineering.com/pdflink.php?page=418&link=B&part=78466
http://www.bannerengineering.com/pdflink.php?page=418&link=C&part=78466
http://www.bannerengineering.com/pdflink.php?page=418&link=B&part=78466
http://www.bannerengineering.com/pdflink.php?page=421&link=A&part=78466
http://www.bannerengineering.com/pdflink.php?page=421&link=A&part=78466
http://www.bannerengineering.com/pdflink.php?page=421&link=A&part=78466
http://www.bannerengineering.com/pdflink.php?page=422&link=A&part=78466
http://www.bannerengineering.com/pdflink.php?page=422&link=A&part=78466
http://www.bannerengineering.com/pdflink.php?page=422&link=A&part=78466
http://www.bannerengineering.com/pdflink.php?page=422&link=A&part=78466
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Pico-Style Field-Wireable Connectors (M8)
Contacts: Gold-plated, rated 60V ac/dc max., 4 A max.
Cable Diameter: 4.0 to 5.0 mm 
Temperature: -25° to +70° C
Environmental Rating: NEMA 6P, IP67

    Pinout Style Model Dimensions

13 mmM8 x 1 mm

3-Pin
Male

Straight
FIC-M8M3

43.5 mm

13 mmM8 x 1 mm

3-Pin
Female
Straight

FIC-M8F3

43.5 mm

13 mmM8 x 1 mm 3-Pin
Male

Right-Angle
FIC-M8M3A

41.5 mm

12 mm

25 mm

13 mmM8 x 1 mm
3-Pin

Female
Right-Angle

FIC-M8F3A

41.5 mm

12 mm

25 mm

13 mmM8 x 1 mm

4-Pin
Male

Straight
FIC-M8M4

43.5 mm

13 mmM8 x 1 mm

4-Pin
Female
Straight

FIC-M8F4

43.5 mm

13 mmM8 x 1 mm 4-Pin
Male

Right-Angle
FIC-M8M4A

41.5 mm

12 mm

25 mm

13 mmM8 x 1 mm
4-Pin

Female
Right-Angle

FIC-M8F4A

41.5 mm

12 mm

25 mm

http://www.bannerengineering.com/pdflink.php?page=410&link=A&part=78466
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Euro-Style Field-Wireable Connectors (M12)
Contacts: Gold-plated; 4-pin models rated 250V ac/dc max., 4 A max.; 5-pin models rated 50V ac/dc max., 4 A max.
Cable Diameter: 4.0 to 5.0 mm
Temperature: -25° to +90° C
Environmental Rating: �NEMA 6P, IP67

    Pinout Style Model Dimensions

20 mm

4-Pin
Male

Straight
FIC-M12M4

M12 x 1

10 mm

60 mm

15.0 mm

20 mm

4-Pin
Female
Straight

FIC-M12F4
M12 x 1

10 mm

60 mm

15.0 mm

20 mm 4-Pin
Male

Right-Angle
FIC-M12M4A

41 mm

30.5 mm

15.0 mm

M12 x 1

20 mm 4-Pin
Female

Right-Angle
FIC-M12F4A

M12 x 1

30.5 mm

15.0 mm

41 mm

20 mm

5-Pin
Male

Straight
FIC-M12M5

M12 x 1

10 mm

60 mm

15.0 mm

20 mm

5-Pin
Female
Straight

FIC-M12F5
M12 x 1

10 mm

60 mm

15.0 mm

20 mm 5-Pin
Male

Right-Angle
FIC-M12M5A

41 mm

30.5 mm

15.0 mm

M12 x 1

20 mm
5-Pin

Female
Right-Angle

FIC-M12F5A
30.5 mm

15.0 mm

M12 x 1

41 mm

http://www.bannerengineering.com/pdflink.php?page=410&link=A&part=78466



