Distributed by:
JAMECO

## www.Jameco.com 1-800-831-4242

The content and copyrights of the attached material are the property of its owner.

## Barrier Blocks <br> Accessories

## Quick Clamp Terminals

Simplifies engaging of wires to barrier blocks. Wire is inserted into flared opening and screw is tightened. Screws are brass binder head type with nickel plating. Terminals are brass with tin plating. Includes two mating clamps and one screw.

## Ordering Information



| Barrier Block <br> Series | Catalog No. | Screw <br> Size | Wire Gauge <br> Range AWG |
| :--- | :---: | :---: | :---: |
| 141,541 | QC-1 | $6-32 \times 5 / 16^{\prime \prime}$ | 12 thru 22 |
| 142,542 | QC-2 | $8-32 \times 3 / 8^{\prime \prime}$ | 10 thru 16 |

## Jumpers

For connecting between adjacent terminals or alternate terminals. All jumpers are brass with nickel plating.

Ordering Information

| Barrier Block <br> Series | Type | Catalog No. |
| :--- | :---: | :---: |
| 140 | A | $140 \mathrm{~J}-1$ |
| 141 | B | $141 \mathrm{~J}-1$ |
| 141 | F | 141 J |
| 142 | F | 95 B |
| 142,542 | D | $142 \mathrm{~J}-1^{*}$ |
| 142,542 | E | $142 \mathrm{~J}-2$ |
| 540 | C | 540 J |
| 541 | C | 541 J |
| 542 | C | 542 J |

[^0]

Type A


Type D


Type B


Type E


Type C


Type F


[^0]:    * Connects two alternate terminals

