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Revision History

Revision Level | Change Information Publication Date
Rev 1 9-27-04
Rev 2 11-22-05
Rev 2.11 3-17-06
Rev 2.12 9-9-10
Rev 3 4-28-14
Rev 4 Add TE Gen Y and JST AIT terminal 10-26-15
information for series 31404
Rev 5 1. Update TE and Molex terminal 11-18-15
information for series 31402/34975
2. Add terminal part number for series
31403/34977
3. Add 8 way assembly information
Rev 6 Add Yazaki FLX 0.64mm and TE 0.64mm 6-14-16
Side Orientation terminal for 8 way
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Section 1

Product Introduction
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Section 1:
MX 64 ™ Connectors

This reference manual contains information pertaining to the Molex
0.64mm connection system. The connectors mate to various sensors
among General Motors, Ford And Daimler Chrysler products

There are multiple color coded keying options as defined by USCAR or
customer request. In addition there are 3 different terminal options for
individual OEM terminal preferences. These preferences are defined by
Series Numbers below.

Mol ex ~Seri es 31402/ 34975 = TE/ Mol e
Molex Series 31403/34977 = Molex MX64

Molex Series 31404 = Yazaki Kaizen 0.64 /Yazaki FLX 0.64 /TE Gen Y
0.64 /TE 0.64 Side Orientation /JST AIT 064

For product ordering information, please contact your Molex Inside Sales
Representative at (800)786-6539.
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Section 2

Product Summary
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Section 2:

MX 64™ Connectors
Single Row Sealed

~

A Connector features
I Available in circuit sizes

A 2,3,4,5,6, 8way

I Adopted as the new USCAR single row
footprint

I~ Will accommodate various terminal systems
A MX64
A Molex or TE GET

A Yazaki Kaizen / Yazaki FLX /TE Gen Y
ITE Side Orientation /JST AIT

i 18-22 AWG and .36-.83 mm?2 Metric Wire
I CPA option

I~ 4 polarization options

I~ Matte seal design

A Connector housing

I Molded circuit pegs can be left in during the
Molex assembly process to seal voided
circuits

A Eliminates separate rear seal cover
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Section 2:

MX 64™ Connectors
Single Row Sealed 2-6 way

Terminal
Connector Housing
Housing ‘
Common
Peripheral
Seal
Common
Matte Seal
Common
CPA
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Section 2:
MX 64™ Connectors

Single Row Sealed 8 way with wire dress cover

Wire Dress Cover

(Optional) \s
g Connector /, !
Housing \ \

Horizontal Direction CPA
(Optional)
Terminal Housing \
\ Matte Seal

TPA

Vertical Direction Perimeter Seal
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Section 2:

| MX 64™ Connectors
Single Row Sealed

A Common connector housing

I~ Eliminates separate rear seal cover for
the TE /Molex GET, Yazaki /TE /JST AIT
or the Molex 0.64 terminal

I~ Can accept any terminal housing design

I~ Molded circuit pegs can be left in during
the Molex assembly process to seal
voided circuits.

A Allows for customer specific sealing
patterns
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Section 2:
MX 64™ Connectors

Product Identification MOLEX

PART
NUMBER

DATE CODE
X XXX

DAY of the year
001 to 365

Note: Product Identification may appear on either YEAR (l aSt 2 d | g |tS)

side of connector housing.
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Section 2:
MX 64 ™ Connectors

Part # legend single row sealed Female
(2-6 way)

‘ ————— Seal Cover Configurations 0,1,2,3,4,5,6,7,8,9
CPA OPTION (0,1)
0 = Without CPA
1 = With CPA
Polarization Options (1,2,3,4)
1= USCAR Option A (BLACK)
2= USCAR Option B (GRAY)
3= USCAR Option C (BROWN)
4= USCAR Option D (GREEN)
5 =USCAR OPTION B, COLOR: BLACK
6 = USCAR OPTION C, COLOR: BLACK
7 = USCAR OPTION D, COLOR: BLACK

3497X-X X X X

Circuit SIZE 2,3,4,5,6,8
Terminal System 2,3,4,5,7
2/5 = TE/Molex "GET"
3/7 = MOLEX 0.64mm
4 = Yazaki Kaizen /TE Gen Y 0.64 /JST AIT 064
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Section 2:
MX 64™ Connectors

Part # legend single row sealed Female
(8 Way)

31404-8 X X X

L Seal Cover Configurations

CPA OPTION (0,1,2,3,4,5,6,7,8,9)
0, 2, 4, 6 OR 8 = Without CPA
1,3,5,7, OR 9 = With CPA

Polarization Options (1,2,3,4,5,6,7,8)
1 OR 5 Option A (BLACK)
2 OR 6 Option B (LT. GRAY)
3 OR 7 Option C (DK. GRAY)
4 OR 8 Option D (TBD)
Circuit SIZE 8
Terminal System 4: Yazaki Kaizen /Yazaki FLX 0.64 /TE Gen Y 0.64 /
TE 0.64 Side Orientation
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