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GENERAL TOLERANCES
(UNLESS SPECIFIED)

MM INCH

4 PLACES ± ±

3 PLACES ± ± 0.01

2 PLACES ± 0.25 ± 0.014

1 PLACES ± 0.35 ±

0 PLACES ± ±

ANGULAR TOL ± 0.5
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NOTES:
1.  MATERIAL: HOUSING: GLASS FILLED NYLON, UL94 V-0, BLACK
              TERMINAL: PHOSPHOR BRONZE
              BOARD RETENTION CLIP: BRASS
2.  TERMINAL FINISH:
    1 = 0.00254/.000100 MIN. BRIGHT TIN OVER 0.00127/.000050 MIN. 
        NICKEL OVERALL
    4 = 0.00076/.000030 MIN. GOLD IN CONTACT AREA,
        0.00254/.000100 MIN. MATTE TIN IN TAIL AREA OVER
        0.00127/.000050 MIN. NICKEL OVERALL
   CLIP FINISH: 0.00254/.000100 MIN. MATTE TIN OVER
               0.00127/.000050 MIN. NICKEL OVERALL
3. PRODUCT SPECIFICATION:  PS-43879-001
4. PARTS ARE TRAY PACKED PER PK-43879-001
5. THIS PART MATES WITH RECEPTACLE NUMBERS 5557 AND 42474 
   AND HEADER NUMBER 42385.
6. PART ALLOWS FOR 1.27/.050 MAX. MIS-ALIGNMENT WITH MATING
   HOUSING IN ANY DIRECTION.
   DRILLED HOLE DIAMETER IS EQUIVALENT TO 5/64 STANDARD
   DRILL BIT.
8. CONNECTOR ASSEMBLIES ARE NOT DESIGNED TO BE MATED
   AND UNMATED WHILE CIRCUITS ARE LIVE.
9. PART IS NOT DESIGNED FOR CURRENT SHARING.
10. PART CONFORMS TO CLASS "B" REQUIREMENTS OF COSMETIC
   SPECIFICATION PS-45499-002.
11. THIS HEADER REQUIRES A MOLEX INSERTION TOOL (62200-9400) 
    TO PROPERLY INSTALL IT TO THE PCB.
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