
NOTES:
1. MATERIALS:  
    HOUSING: LCP, GLASS FILLED, UL 94V-0, COLOR: BLACK
    TERMINAL: COPPER ALLOY
2. FINISHES:  
    CONTACT: 0.76µm MIN, SELECTIVE GOLD OVER 1.27µm MIN NICKEL UNDERPLATE
    SOLDERTAIL: 2.54µm MIN TIN OVER 1.27µm MIN NICKEL UNDERPLATE.
3. PRODUCT SPECIFICATION:  PS-78720-001
4. PACKAGING SPECIFICATION: 787209900
5. MOLEX LOGO AND DATE CODE TO BE LOCATED APPROXIMATELY AS SHOWN.
6. MATES WITH SFF8482 PLUG, SATA PLUG
7. THIS PRODUCT COMPLIANT TO RoHS DIRECTIVE WITH THE FOLLOWING 
    BANNED SUBSTANCES - LEAD, MERCURY, CADMIUM, HEXAVALENT CHROMIUM,
    POLYBROMINMATED BIPHENYLS AND POLYBROMINATED DIPHENYLS ETHERS.
8. CORING AT NON FUNCTIONAL AREA ARE SUBJECTED TO  CHANGES 
    WITHOUT NOTICES.
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DETAIL 1
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NOTE:
HASL PLATING PROCESS FOR THE PLATED THRU HOLE IS NOT RECOMMENDED.
FOR OPTIMAL HIGH SPEED ELECTRICAL PERFORMACE,
BOTTOM ROUTING, THINNER PCBs AND/ OR BACK DRILLING IS RECOMMENDED.
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