molex

PACKAGING SPECIFICATION

1.0 SCOPE

ML-XTE BI i

nd Cavity Plug

This specification specifies the general requirements to describe the packaging procedure forxfz ML
Blind Gvity Plug P/N 934941000

2.0 PURPOSE

The purpose of this specification is to ensure thapaftsshipped fromMolex arrive damage free arid a
manner which allows ease of handling, storage and distribution.

3.0 GENERAL PACKAGINGORMATION

The recommended carton closure is box tape applied to the top and bottom faces.
The carton weight should not exceed 15kg.

4.0 PACKABGIG OF PARTS

4.1 PACKAGING OF PARTBAGS

Theparts areplaced in a heasealed bag; refer to table 2 for bagmensions
The relevant drawings are:

Drawing

Description

934941000 PSD

ML-XT Blind Cavity Plug Sales Drawing

Tablel

Part Numbers for packaging are as follows:

Packaging Item | Part Number

Description Dimensions

Carton 967070@3 Carton FoBlind Cavity Plugs | W=83, L= 178, H=174
PolyBag N/A BagForBlind Cavity Plugs
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Figure 1: Parts Placed in Bag

Note: No mixed part numbers allowed

The recommended quantities of parts are placed in the bag. The bag is then heat sealed and a
standard Molex label is placed on the outside of the bag. The label must adequately describe the

product details and factory order information.

Figure 2: Vendor Label on Bag
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