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Lite-Trap Connector Vertical Type  -1CKT 

 

1. SCOPE (♅↑ḵ⌐) 

This Product Specification covers the Lite-Trap Connector Vertical Type -1P 

(╪ Specô╘ Lite-Trap Connector Vertical Type -1P ⁄ ҍ ⁴ ͋♬ ѻ) 

 
 

2. PRODUCT DESCRIPTION (♫ ̬Ἐ) 

2.1   PRODUCT NAME AND SERIES NUMBER (♫ ᶕ & ♫ ḱ ) 

 
 
 
 
 
 
 
 

2.2 DIMENSIONS, MATERIALS, PLATINGS AND MARKINGS( Ὕ,◐ֹו,Ҳ͑ Ḑ ᵞ ) 

See the appropriate Sales Drawings for information on dimensions, materials, 

platings, and markings.  (̕ᴐҵᶔ ⱳ) 

 
 

3. RATINGS (♩˳) 

ITEM ( ᶙ) STANDARD (͈˳) 

Rated Voltage (Max.) 

ҍ ↔♣  

(Not According to IEC Test Condition) 
[Reference] 

431V  [ AC (rms ᾒ )/DC] 

Outside Insulation Dia. 

♥⁷ ṓΩ˿ 

: ū2.2 mm Max. 
Rated Current Ampere (Max.) 

ҍ ↔♣ᵆ 

Solid Wire 
AWG#18 (0.8mm

2
) 

3.0A Max. 

Ambient Temp. Range 
(Operating and Non-operating) 

Ợ↔₣ҵ Ḹ─ 

-40°C  ŀ  + 130°C 

Include Terminal Temperature Rise 

♣⁄ ╥  ₣ҵỮᾍ . 

 
 
 
 

Product Name (Ⱡ ᶘ ) Parts Number (Ⱡ Ḵ ) 

Lite-Trap Connector -1ckt 
Vertical Type 

  (Embossed Packing) 
202394-0110 



       PRODUCT SPECIFICATION 
 

REVISION: ECM INFORMATION: TITLE: 

LITE-TRAP CONNECTOR 
VERTICAL TYPE  -1CKT 

 

SHEET No. 

A 
EC No: 122327 

2 of 8 
DATE: 2017/09/25 

   DOCUMENT NUMBER: DOC 
TYPE: 

DOC 
PART: 

CREATED / REVISED BY: CHECKED BY: APPROVED BY: 

2023940000 PS 000 JSSHIN SHCHU YSKIM02 

  TEMPLATE FILENAME: PRODUCT_SPEC[SIZE_A4](V.2).DOC 
  

4.  PERFORMANCE(ἘѨ) 

4-1. ELECTRICAL REQUIREMENTS(♆͖♅ Ἐ) 

 

ITEM 

   ᶙ 

TEST CONDITION 

ᾋ    Ɑ  ˝ 

REQUIREMENT 

͈   ˳ 

1 
Contact 

Resistance 

♥  ♄  

Mate Connector & Wire : apply a maximum voltage of  

20 mV and a current of 100mA. Wire and PCB 

resistance shall be removed from the measured value. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

М ⁄ Wireᵑ ˺ ⁴,  20mV╪ ╥ ♣ , 

100mA╪ ╥ ♣ᵆᵑ ╬ʺ ѻ. ♇  ♬ ˃⁄Ἄ ♣ἐ 

♇ Ѥ ⱠΩ ѻ 

10 milliohms 

MAXIMUM 

2 
Insulation 

Resistance 

♇⁴ ♄  

Mate connector & Wire : apply a voltage of 500 VDC 

between adjacent terminals and between terminals to 

ground. 

 

М ⁄ Wireᵑ  ˺ ⁴, ╬♪Ѿ▫ ʼ ͎ᵙ̆ Ѿ▫₮ 

ʺ╬ ӥʼ⁄ DC500Vᵑ⇔ג͎ ѻ 

1,000 Mega ohms 

MINIMUM 

3 
Temperature 

Rise 

₠Ҳ ừ ᾊ  

Mate connector & Wire : measure the temperature rise at 

the rated current. (by UL Test Condition) 

 

М ⁄ Wireᵑ ˺ ⁴, ♬˶ ♣ᵆᵑ ╬ʺ ⁴   ₣ҵ 

Ữᾍ╙ ♬ ѻ. (UL Test ⱳˠ) 

+30°C  

MAXIMUM 
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4-2. MECHANICAL REQUIREMENTS(͖˾♅ Ἐ) 

 

ITEM 

   ᶙ 

TEST CONDITION 

ᾋ    Ɑ  ˝ 

REQUIREMENT 

͈   ˳ 

4 

Wire Insertion 

/Retention 

Forces 

Wire 

Ứ█ᴌ Ḑ Ḙ˛ᴌ 

Insert Wire into the Connector and withdraw the wire 

from it  at a rate of  25 ± 6 mm  per minute in the axial 

direction.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Connector⁄ Wireᵑ Ḣ ╖ᴛ ʻʻ 25 ± 6 mm/Ṫ╥ 

ἶҵᴛ ừ/,ḛ˞ᵑ ᾒᾎ ѻ. 

 Initial ( ͙)  

 Wire Insertion force 

(Wireừ░ᴏ) 

: 20.0 N MAX. 

 

 

 Wire Retention force 

(Wire ╬ḛᴏ) 

: 50N MIN. 

5 
PCB 

Retention Force 

PCB ♥ ᴌ 

After soldering the connector on PCB, measured the 

force to pull connector till connector solder part break 

away from PCB 

(Testing speed : 25 ± 6 mm  per minute) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

PCB⁄ М ᵑ Ἱҗᵠ  , 25 ± 6 mm /Ṫ╥ ἶҵᴛ 

͎ᵝḢ ╖ᴛ ╙ ʺ ⁴ PCB₮ ˞М  ἹҗᵠṨʺ 

Ἰ Ӊ ԅ╥ ╙ ♬ ѻ 

For 5ŝr Chqdbshnm 
 
á,â,ã,äDirection 

: 50 N MINIMUM 

å  Direction 

: 30 N MINIMUM 




