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ₒ  SCOPEₓ 

    │⁸ 2 0  Ⱨ♇♅ FPC   ⱪꜝ◓◖Ⱡ◒♃  ⌐≈™≡ ∆╢⁹ 

This specification covers the 2.0mm PITCH FPC TO BOARD PLUG CONNECTOR series. 

 

ₒ ┘  PRODUCT NAME AND PART NUMBERₓ 

       

Product Name 
       

Material Number 

ⱪꜝ◓  

Plug Side 

ⱪꜝ◓☺ꜗ◔♇♩ 

Plug Jacket 
505148-**08 

**              

** CIRCUITS(Refer to the drawing) 

 

ₒ ─  NAME OF THE EACH COMPONENTSₓ 
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ⱪꜝ◓☺ꜗ◔♇♩ 

Plug Jacket 
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4  ASSEMBLING PROCESS  

 

    ⱪꜝ◓☺ꜗ◔♇♩⌐FPC╩ ∆╢ ⁸FPC ⅜ ╢ ⌐ ⇔≡ↄ∞↕™⁹ 

    ⅜ ⅎ╢ ≢ ⇔≡⇔╕℮≤⁸◖Ⱡ◒♃│ ⇔╕∑╪⁹ 

    When FPC is inserted in the plug jacket, you insert it to confirm the FPC conductor. 
    If you insert FPC with the stiffener board seen, the connector becomes discontinuity. 
    When mating the connector, hold the plug jacket at either a whole or the center portion of them to insert. 

 
 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

  


