
GENERAL
TOLERANCES

(UNLESS SPECIFIED)

ANGULAR TOL ± 1.0 °

SERIES MATERIAL NUMBER CUSTOMER

GENERAL MARKET78844  SEE TABLE

4 PLACES ±

3 PLACES ±

2 PLACES ±

1 PLACE ±

0 PLACES ±

DRAFT WHERE APPLICABLE
MUST REMAIN

WITHIN DIMENSIONS

THIS DRAWING CONTAINS INFORMATION THAT IS PROPRIETARY TO MOLEX ELECTRONIC TECHNOLOGIES, LLC AND SHOULD NOT BE USED WITHOUT WRITTEN PERMISSION
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DIMENSION UNITS SCALE

MM NTS
DRWN BY DATE

WJYAP 2013/07/05
CHK'D BY DATE

KJKOH 2013/08/27
APPR BY DATE

BOKOK 2013/08/27

DOCUMENT NUMBER DOC TYPE DOC PART

PK-78844-001 PDD 000

DRAWING SIZE THIRD ANGLE PROJECTION

A3

PACKAGING SPECIFICATION 
TAPE & REEL 78844/78847 RECEPTACLE

 PACKAGING DESIGN DRAWING
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FORMAT: master-tb-prod-A3
REVISION: G
DATE: 2015/12/14

RELEASE STATUS RELEASE DATE
C

160MIN.

PULL OUT DIRECTION

COMPONENT

TOP TAPE NON
BONDED TAPE

FILL CORNERS OF CARTON WITH BUBBLE WRAP

PEEL OFF DIRECTION

PULL OUT DIRECTION

(PEELING DIRECTION AS SHOWN IN FOLLOWING FIGURE)

160MIN.

560PCS/CARTON BOX
P/NO.: 88796-1907

1.  LEADER AND TRAILER TAPE

TAIL PART
(EMPTY)

 15°
MAX.

2.  PEELING OFF FORCE OF THE TOP TAPE: 10 - 150gf.

1X SPONGE CUSHION
47799-7114

400 MIN
TOP TAPE
TRAILER

 

2X SPONGE CUSHION
88796-2185

NOTES:

100MIN.
LEADER PART
(EMPTY)

2 REELS

PACKAGING SPECIFICATION FOR 78844/78847

3.  TAPE AND REEL SPECIFICATION IS AS PER EIA-481.
4.  TAPE AND REEL QUANTITY : 280 PCS/ REEL.
5.  THE TAPE IS TREATED FOR ANTI-STATIC.

FEED DIRECTION OF USER

DESCRIPTION PART NUMBER ASSEMBLY P/N

CARRIER TAPE 78888-2118 78844-0001
78844-0002
78847-0001COVER TAPE 47799-5224
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