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PART NUMBER PRODUCT SPEC/PKG SPEC

CJSM6X88TG N/A
I.I. NUMBER WORK INSTRUCTION

N/A N/A

1.42

35.95

NOTES:
1. CAT6A JACK MODULE FOR SHIELDED MARINE/MUD CABLE
2. DESIGNED FOR USE WITH PANDUIT CABLES PSMD7004** AND PSMDA7004**
3. 100% FACTORY PERFORMANCE TESTED TO CAT6A COMPONENT LIMITS
4. BLUE TERMINATION CAP DESIGNATES CAT6A PERFORANCE
5. MATERIAL:
   A. MODULE HOUSING-ABS
   B. SHIELD-TIN PLATED PHOSPHOR BRONZE
   C. CAP-PC/DIE CAST AND PLATED ZINC ALLOY
6. DIMENSIONS IN PARENTHESES ARE METRIC.
7. .187 X .010" GROUNDING TAB PROVIDED FOR USE WITH
   OPTIONAL PANDUIT GROUNDING KIT (CJSGK-X).  

PART # DESCRIPTION WEIGHT

CJSM6X88TG
8 POSITION, 8 WIRE SHIELDED MODULE
FOR MARINE/MUD CABLE. TERMINATION
CAP IS COLOR CODED FOR T568A AND
T568B WIRING SCHEMES.

3.314 LB/100 PCS
[1503g/100 pcs]

3 7-30-13 JSP DCS EJH A. REMOVED WEB FROM WIRE CAP. 12M387BT-02

2 5-3-13 BJN DCS EJH UPDATED 12M387BT-02

1 4-30-13 BJN DCS EJH UPDATED 12M387BT-02

R 4-4-13 BJN DCS EJH RELEASED TO PRODUCTION 12M387BT-02
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