
Order number of pieces required, in multiples of Standard Package Quantity. Prime items appear in BOLD.
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Keyed LC Opticom® Fiber Adapter Panels (FAPs)

FAP6WBRDDLCZ

FAP8WEORDLCZ

FAP12WDYLDLCZ

Part Number Part Description

Key Type
and

Color

Std.
Pkg.
Qty.

Std.
Ctn.
Qty.

Keyed LC Fiber Adapter Panels – Six Adapters

FAP6WABLDLCZ Keyed LC FAP loaded with six LC (keyed A – black) duplex
fiber optic adapters with zirconia ceramic split sleeves.

Keyed A
– Black

1 10

FAP6WBRDDLCZ Keyed LC FAP loaded with six LC (keyed B – red) duplex
fiber optic adapters with zirconia ceramic split sleeves.

Keyed B
– Red

1 10

FAP6WCGRDLCZ Keyed LC FAP loaded with six LC (keyed C – green) duplex
fiber optic adapters with zirconia ceramic split sleeves.

Keyed C
– Green

1 10

FAP6WDYLDLCZ Keyed LC FAP loaded with six LC (keyed D – yellow)
duplex fiber optic adapters with zirconia ceramic
split sleeves.

Keyed D
– Yellow

1 10

FAP6WEORDLCZ Keyed LC FAP loaded with six LC (keyed E – orange)
duplex fiber optic adapters with zirconia ceramic
split sleeves.

Keyed E
– Orange

1 10

FAP6WFDBDLCZ Keyed LC FAP loaded with six LC (keyed F – dark blue)
duplex fiber optic adapters with zirconia ceramic
split sleeves.

Keyed F
– Dark
Blue

1 10

Keyed LC Fiber Adapter Panels – Eight Adapters

FAP8WABLDLCZ Keyed LC FAP loaded with eight LC (keyed A – black)
duplex fiber optic adapters with zirconia ceramic
split sleeves.

Keyed A
– Black

1 10

FAP8WBRDDLCZ Keyed LC FAP loaded with eight LC (keyed B – red) duplex
fiber optic adapters with zirconia ceramic split sleeves.

Keyed B
– Red

1 10

FAP8WCGRDLCZ Keyed LC FAP loaded with eight LC (keyed C – green)
duplex fiber optic adapters with zirconia ceramic
split sleeves.

Keyed C
– Green

1 10

FAP8WDYLDLCZ Keyed LC FAP loaded with eight LC (keyed D – yellow)
duplex fiber optic adapters with zirconia ceramic
split sleeves.

Keyed D
– Yellow

1 10

FAP8WEORDLCZ Keyed LC FAP loaded with eight LC (keyed E – orange)
duplex fiber optic adapters with zirconia ceramic
split sleeves.

Keyed E
– Orange

1 10

FAP8WFDBDLCZ Keyed LC FAP loaded with eight LC (keyed F – dark blue)
duplex fiber optic adapters with zirconia ceramic
split sleeves.

Keyed F
– Dark
Blue

1 10

Keyed LC Fiber Adapter Panels – Twelve Adapters

FAP12WABLDLCZ Keyed LC FAP loaded with twelve LC (keyed A – black)
duplex fiber optic adapters with zirconia ceramic
split sleeves.

Keyed A
– Black

1 10

FAP12WBRDDLCZ Keyed LC FAP loaded with twelve LC (keyed B – red)
duplex fiber optic adapters with zirconia ceramic
split sleeves.

Keyed B
– Red

1 10

FAP12WCGRDLCZ Keyed LC FAP loaded with twelve LC (keyed C – green)
duplex fiber optic adapters with zirconia ceramic
split sleeves.

Keyed C
– Green

1 10

FAP12WDYLDLCZ Keyed LC FAP loaded with twelve LC (keyed D – yellow)
duplex fiber optic adapters with zirconia ceramic
split sleeves.

Keyed D
– Yellow

1 10

FAP12WEORDLCZ Keyed LC FAP loaded with twelve LC (keyed E – orange)
duplex fiber optic adapters with zirconia ceramic
split sleeves.

Keyed E
– Orange

1 10

FAP12WFDBDLCZ Keyed LC FAP loaded with twelve LC (keyed F – dark blue)
duplex fiber optic adapters with zirconia ceramic
split sleeves.

Keyed F
– Dark
Blue

1 10

• Include color-specific keys with positive and negative
keying features to visually and mechanically distinguish
connections to prevent unauthorized mating with unlike
keyed or non-keyed connectors and patch cords

• Part of a complete keyed LC system that includes
Opti-Core® Patch Cords and Pigtails, OptiCam®

Pre-Polished Cam Connectors, Opticom® Fiber Adapter
Panels (FAPs), and Mini-Com® Adapter Modules

• Snap quickly into the front of all Opticom® components

• Provide a keyed senior adapter interface at 
each end for keyed LC connectivity

• Include zirconia ceramic split sleeves for superior
performance and reliability

• Every adapter is laser marked with Q.C. number to assure
100% traceability

• Keyed LC adapters are also available in Keyed LC
QuickNet™ Fiber Optic Cassettes on pages C.49 – C.53,
or Keyed LC Mini-Com® Modules on page C.34 to provide
a complete keyed LC system solution

The Keyed LC Fiber Optic System is now offering 18 colors to ensure network physical layer security with color-specific keyed connectivity.

For complete keyed solutions, please reference www.panduit.com.


