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Mates with:
SPECIFICATIONS TSW, MTSW, TSM, EJH TYPE ROW —
IDSS, IDSD STRIP OPTION

For complete specifications
see www.samtec.com?IDSS
or www.samtec.com?IDSD

NO. PINS END
PER ROW ju ASSEMBLY -

—S Single
End

Insulator Material:

Black Glass Filled ®
PO|YCSlCI' FILE 0. 171584
Plating:

Au over 50p" (1,27pm) Ni or
Sn over 100p" (2,54um) Cu or

50p" (1,27 Mi
wire: WM IDM

28 AWG 7/36 stranded Tinned = Standard Tail Male Plug

Copper
IDS

= Double

(Color coded
cable NfA for
31 thru 36
pinsfrow.
See -G

Temperature Range:

-20°C to +105°C Socket or Male Plug

{!T{')‘"Ebﬁ’)“;%gsb"g = Socket option.) on one end
(Gray Cable)

Contact:

BeCu

Current Rating:

1A

Contact Resistance:

10 mLl max

Lead Size Range:

(0,56mm) .022" 50 to DOUBLE

{0,71mm) 028" SQ Full size (64 pos IDMS IDMD
Lead Insertion Depth: T e .

(5,59mm) .220" to Mo |!ositic-l-|:.'-qr§nt\'-1§r;7 ) .10?)”3';1 68) .066 (Slngle) (DOUb|E)
(6,22mm) .245" SINGLE

Ir!_sertlon Force: Full size (32 positions):

(Single contact only) (81,53) 3.210

’ Less than 32 posilion 2 4} 15,08}
4oz avg Mo. Positionsirow X (2.54) 100 = (0.71) 028 “i 100 1< < oo

0,64mm) .025" 50 probe 200 ~
Whtdranal Foroe: o) 7 S ach Eng 9
(Single contact only) 6.10) £

240

WA
i

—p, -
*
{048) 3 ; 8) End

3oz avg
((0,64mm) .025" 5Q probe)
RoHS Compliant: No

SPECIFICATIONS i _.1:_9‘ sl
IDMS, IDMD : .
For comp?lete specifications o1 {For square or long tail see HCMX Series)

see www.samtec.com?IDMS
or www.samtec.com?|DMD

Male Plug on one end with
Insulator Material: socket on other. Begin part
Black Glass Filled “ number with IDM.
Polyester H

- X FRLE O E1T 1594 4
K:Jag:g’.\'iﬂu" (1,27pum) Ni or |'L|5|ZEO.}iB:|LE,|t|01S| EJECTOR HEADER
Sn_over 109“ (P,Sé_l-um] Cu -‘—mssh]'\n I3|><J s IDSD
%I?S‘U (1 ')?Um] Ni Mo, Positions/row x (2,54} 100 —.'1.50,' 059 IDSS
28 AWG 7/36 stranded _SINGLE (Single) (Double)

Tinned Copper
Temperature Range:
-20°C to +105°C
(Rainbow Cable)
-40°C to +105°C

(5,08)
|" 500 |

(Gray Cable)

Terminal: /

Phosphor Bronze ]

Current Rating: %

1A A .
RoHS Compliant: é See EJH Series.
N

o [ n : 078
Note: 4’{ }‘7-10'3 & .'i I-‘
This Series is non-standard,
naon-returnable.

Due fo technical progress, all designs, specifications and compangnts are subyect to change without nofice.
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