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SELECTION GUIDE OCEAN Applicator 2.0 - Mechanical
�	 Wire range: 0.13 - 10.0 mm�
�	 Applicable for 90% of standard terminals
�	 Available in Atlantic (w/male adapter) and Pacific (w/ female 

adapter) style formats to handle multiple press styles
�	 Designed to handle the smallest terminals
�	 Robust crimp height adjustment ring
�	 Optimized crimper and anvil geometry

OCEAN Applicator 2.0 - Pneumatic
�	 Wire range: 0.13 - 10.0 mm�
�	 Compact air feed design for easier fit into most bench presses
�	 Applicable for 90% of standard terminals
�	 Available in Atlantic (w/male adapter) and Pacific (w/ female 

adapter) style formats to handle multiple press styles
�	 Designed to handle the smallest terminals
�	 Robust crimp height adjustment ring
�	 Optimized crimper and anvil geometry
�	 Intuitive adjustments on the airfeed

Large Wire Splice Mid Size
�	 Wire range: 25.0 

� 50.0 mm2
�	 Fine adjustment
�	 Press stroke: 40.0 mm
�	 Shut height: 135.78 mm

�	 Wire range: 0.5 � 25 mm2

�	 Fine adjustment
�	 Press stroke: 40.0 mm
�	 Shut height: 135.78 mm
�	 Side feed splice terminals 

up to 45.0 mm

�	 Wire range: > 10.0 
� 25.0 mm2

�	 Can �t on presses 
that accept traditional 
applicators

�	 Robust casting frames

 

 
 

CQM II EYE Check

Feed Adjustment Savings

	

	

	

	

�	 Designed to  protect 
applicators from 
unwanted motion and 
damage during transport

�	 Available in three colors 
to help di�erentiate 
between active and 
inactive applicators

�	 Ideal instrument 
to assure correct 
positioning of all 
TE applicators

�	 Compatible with TE  & 
commercially available 
crimping presses, 
using quick changes 
style applicators

CollarsCrimpData App

�	 Provides compatibility veri�cation 
between terminals and tooling

�	 Scans and looks up applicator 
and terminal information

�	 Enables you to record cycles 
on the applicator spare parts

�	 Scan this QR code to download 
from the APP store

Center Line & Applicator 
Gauges Alignment 

Flexibility

Value

Pneumatic Power

Cycle Counts

Safety






























