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RF Coax Connectors

Series 1.6/5.6 mS (75 Ohm) (Continued)

21.0
[0.83]

Ø 12.8
   [0.50]

Ø 10.8
   [0.43]

Ø 8.2
   [0.32]

Mounting
Panel

13.8
[0.54]

28.4
[1.12]

2.0
[0.08]
Max.

ECN0966-U

M9.0x0.5
[0.35]x[0.02]

Cable Coupling Type Ø Max. Part No.

2YCCY 1.0/6.5 A, B, F 9.8
0.39

1393682-8
2YC(mS)CY 1.0/6.5 A, B, F 9.8

0.39

Right-Angle Bulkhead Jack,
Solder/Clamp

Right-Angle Bulkhead Jack,
Solder/Crimp

a

Ø 10.8
[0.43]

Ø 10.8
   [0.43]

Ø 8.2
   [0.32]

Mounting
Panel

12.6
[0.50]

27.2
[1.07]

2.0
[0.08]
Max.

ECN0967-3

M9.0x0.5
[0.35]x[0.02]

Cable Coupling Dim. Ø Max. Part No.Type a

02Y(St)CY 0.45/2.0 A, B, F 13.0 3.6 4-1393682-90.51 0.14

2YCCY 0.4/2.5 A, B, F 13.0 4.8
0.51 0.19

4-1393682-6
2YC(mS)CY 0.4/2.5 A, B, F 13.0 5.0

0.51 0.20

2YCY 0.7/4.4 A, B, F 15.8 6.1
0.62 0.24

RG 59 A, B, F 15.8 6.25 4-1393682-80.62 0.25

2YC(mS)CY 0.5/3.0 A, B, F 15.8 6.2
0.62 0.24

a

Ø 10.8
   [0.43]

Ø 8.2
   [0.32]

Mounting
Panel

12.6
[0.50]

27.2
[1.07]

2.0
[0.08]
Max.

ECN0969-J

M9.0x0.5
[0.35]x[0.02]

Cable Coupling Dim. Ø Max. Part No.Type a

RG 179 A, B, F 15.0 2.67 3-1393680-00.59 0.105

2YCCY 0.4/2.5 A, B, F 15.0 4.8
0.59 0.19

3-1393680-2
2YC(mS)CY 0.4/2.5 A, B, F 15.0 5.0

0.59 0.20
02Y12YC(mS)C6Y A, B, F 15.0 4.0

3-1393680-50.45/2.0 0.59 0.16
06YCC(St)6Y A, B, F 15.0 3.3 4-1393682-30.4/1.6 0.59 0.13

02Y(St)CY 0.45/2.0 A, B, F 15.0 3.6
3-1393680-70.59 0.14

27.2
[1.07]

Max.

Ø 10.8
   [.43]

Ø 8.2
    [.32]

M9 x 0.5
[.35 x .02]

a

1.35
[.053]

Min.
3.80
[.150]

Cable Coupling Dim. Ø Max. Part No.Type a

02YS(St)CHH 0.25/1.2 A, B, F 15.0 2.9
1460128-1*0.59 0.11

02YS(St)CHH 0.25/1.2 A, B, F 15.0 2.9 *1460169-1**0.59 0.11

* Tray Packaging.
** Individual Packaging.

Note: Part Numbers are RoHS compliant except: � Indicates non-RoHS compliant.
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RF Coax Connectors

Series 1.6/5.6 mS (75 Ohm) (Continued)

Right-Angle Bulkhead Jack,
IDC Connection

Vertical PC Board 
Mount Jack

PC Board Mount 
Bulkhead Jack

Ø 10.8
   [0.43]

Ø 8.2
   [0.32]

ECN1614-Y

Mounting
Panel

12.6
[0.50]

17.5
[0.69]

27.2
[1.07]

2.0
[0.08]
Max.

M9.0x0.5
[0.35]x[0.02]

Cable Coupling Type Ø Max. Part No.

02Y(St)CY 0.45/2.0 A, B, F 3.6 1-1393757-60.14

Ø 8.2
   [0.32]

Ø 9.0
   [0.35]

Ø 0.8
   [0.03]

14.4
[0.57]

4.2
[0.17]

1.0
[0.04]

0.8
[0.03]

29.2
[1.15]

ECN0986-9

M9.0x0.5
[0.35]x[0.02]

Ø 1.3
   [0.05]

10.0
[0.39]

10.8
[0.43]

5.08
[0.20] 5.08

[0.20]

Pitch 2.54
[0.10]

Coupling Type Part No.
A, B, F 1-1393681-6

Recommended
Mounting HolesView A

Recommended Mounting Holes

Ø 8.2
   [0.32]

a

b

c

M9.0x0.5
[0.35]x[0.02]

10.8
[0.43]

10.0
[0.39]

5.08
[0.20]

5.08
[0.20] Inner- and outer conductor, press-fit

Coupling Type Dim. a Dim. b Dim. c Part No.

A, B, F 6.0 27.2 16.4 2-1393757-00.24 1.07 0.65

+ 0.09
– 0.06
+ 0.004
– 0.002

Ø 1.0

[0.04 ]
5 Plcs.

Pitch 2.54
[0.10]

Thickness 1.5
[0.06]

Max.

Recommended
Mounting Holes

Ø 7.00
  [.276]

Ø 1.00
   [.039]
   Center
   Contact

23.20
[.913]

Ø 9.00
   [.354]

Ø 10.80
   [.425]

4.50
[.177]

7.05 ± 0.05

[.278 ± .002]

M9 x 0.5-6g
Thread

3.00 ± 0.13

[.118 ± .005]
Center Contact

2.00
[.079]

3.00
[.118]

6.50
[.256]

Typ.

Coupling Type Part No.
A, B, F 1274513-1

Ø 1.20
    [.047]

Ø 1.50
    [.059]
   4 Plcs.

5.60
[.220]

5.60
[.220]

Note: Part Numbers are RoHS compliant except: � Indicates non-RoHS compliant.
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RF Coax Connectors

Series 1.6/5.6 mS (75 Ohm) (Continued)

Right-Angle PC Board 
Mount Bulkhead Jack

Ø 8.2
   [0.32]

a

b

c M9.0x0.5
[0.35]x[0.02]

d

4.5
[0.18]

Coupling Dim. Dim. Dim. Dim. Dim. Part No.Type a b c d e

A, B, F 4.0 16.0 6.0 10.75 1.3 2-1393681-10.16 0.63 0.24 0.42 0.05

A, B, F 3.3 16.0 6.0 10.75 1.3 2-1393681-20.13 0.63 0.24 0.42 0.05

A, B, F 3.7 22.9 6.45 11.25 1.8 2-1393681-3*0.15 0.90 0.25 0.44 0.07

*With positioning and snap-on system onto PC board

Ø 1.3
   [0.05]Ø e

4 Plcs.
Pitch  2.54

          [0.10]

Recommended
Mounting Holes

Ø 10.8
   [0.43]

24.4
[0.96]

b
a

Ø 10.8
   [0.43]

22.3
[0.88]

b
a

Coupling Type Dim. a Dim. b Part No.± 0.1 [0.004] Max.

A 15.0 26.5 6-1460823-10.59 1.04

Coupling Type Dim. a Dim. b Part No.± 0.1 [0.004] Max.

B 15.0 26.5 6-1460823-20.59 1.04

U-link Plug/Plug

Note: Part Numbers are RoHS compliant except: � Indicates non-RoHS compliant.



Series 1.6/5.6 mS (75 Ohm) (Continued)

Plug 1.6/5.6 to Jack 1.0/2.3

Coupling Part 
Type No.
A, F2 2-1393670-2�

A, F2 6-1460821-2

2 Only jack side

Measurement Accessories

Plug 1.6/5.6 to Plug 1.0/2.3

Coupling Part 
Type No.

A 6-1460821-1

Between Series Adapters
(75 Ohm)

Ø 10.8
   [0.43]

28.0
[1.10]

9.2
[0.36]

8.9
[0.35]

Ø 6.5
   [0.26]

1)
1)

Ø 10.8
   [0.43]

33.0
[1.30]

9.2
[0.36]

Ø 4.1
   [0.16]

1)
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RF Coax Connectors

2.3
[0.09]

M9.0x0.5
[0.35]x[0.02]

Ø 10.8
   [0.43]

Threaded ring for installation
of bulkhead jacks

Accessories

Soldering aid (sleeve) for jack
(1-1393681-9) with solder 
termination

Part No.
2-1393562-2

Cable stripping and installation
example: see Part number 
2-1393562-2 under “Series 1.0/2.3”,
page 137.0.8

[0.03]
2.1

[0.08]

5.0
[0.20]

2.4
[0.09]

4.8
[0.19]

3.5
[0.14]

Part No.
1-1393562-0

These components are pro-
vided when bulkhead jack
part numbers are ordered,
but can also be ordered
separately.

1) Detent for jack

Note: Part Numbers are RoHS compliant except: � Indicates non-RoHS compliant.
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RF Coax Connectors

Measurement Accessories (Continued)

Between Series Adapters
(75 Ohm) (Continued)

BNC Plug to Jack 1.6/5.6

Part No.
7-1393665-6

BNC Plug to Plug 1.6/5.6

Part No.
7-1393665-4

Ø 14.5
   [0.57]

46.4
[1.83]

Ø 10.8
   [0.43]

ECN1669-6

Ø 14.5
   [0.57]

44.3
[1.74]

Ø 8.2
   [0.32]

ECN1670-9

Plug 1.0/2.3 to Jack 1.6/5.6

Coupling Part 
Type No.

A, B2, F2 6-1460821-3

2 Only jack side

Ø 6.5
   [0.26]

34.5
[1.36]

8.9
[0.35]

Ø 8.2
   [0.32]

Ø 10.8
   [0.43]

1)

1) Detent for jack

Jack 1.0/2.3 to Jack 1.6/5.6

Coupling Part 
Type No.

A, B, F 6-1460821-4

Ø 4.1
   [0.16]

39.4
[1.55]

Ø 8.2
   [0.32]

Ø 10.8
   [0.43]

Note: Part Numbers are RoHS compliant except: � Indicates non-RoHS compliant.
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RF Coax Connectors

Measurement Accessories (Continued)

Termination (75 Ohm)

Plug 1.6/5.6 

Coupling Power Part
Type W No.

A 1.0 6-1393665-1

Jack 1.0/2.3

Coupling Power Part
Type W No.
A, F 0.6 7-1393665-3

Standard Termination

Plug 1.0/2.3

Coupling Power Part
Type W No.

A 0.6 7-1393665-2
15.0
[0.59]

Ø 6.5
   [0.26]

8.9
[0.35]

1)

23.1
[0.91]

Ø 4.1
   [0.16]

Ø 6.5
   [0.26]

29.6
[1.17]

Ø 10.8
   [0.43]

1) Detent for jack

Between Series Adapters
(75 Ohm) (Continued)

BNC Jack to Plug 1.6/5.6

Part No.
7-1393665-7

BNC Jack to Jack 1.6/5.6

Part No.
7-1393665-5

Ø 9.6
   [0.38]

45.4
[1.79]

Ø 10.8
   [0.43]

Ø 11.0
   [0.43]

Ø 14.5
   [0.57]

ECN1671-H

Ø 9.6
   [0.38]

45.4
[1.79]

Ø 8.2
   [0.32]

Ø 11.0
   [0.43]

Ø 14.5
   [0.57]

M9.0x0.5
[0.35]x[0.02]

ECN1672-Q

Note: Part Numbers are RoHS compliant except: � Indicates non-RoHS compliant.
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RF Coax Connectors

Measurement Accessories (Continued)

In-Series Adapter (75 Ohm) 

Adapter 1.6/5.6, Jack/Jack

Coupling Part 
Type No.

A, B, F 1-1393665-1

Note:
U-link connectors see “1.6/5.6”
section, page 146.

Adapter 1.6/5.6, Plug/Jack

Coupling Part 
Type No.

A, B*, F* 1-1393681-7

*Jack side only

Adapter 1.6/5.6, Plug/Plug

Coupling Part 
Type No.

A 1393681-643.8
[1.73]

Ø 10.8
   [0.43]

41.3
[1.63]

Ø 8.2
   [0.32]

M9.0x0.5
[0.35]x[0.02]

Ø 10.8
   [0.43]

28.4
[1.12]

Ø 8.2
   [0.32]

M9.0x0.5
[0.35]x[0.02]

14.3
[0.56]

Ø 10.8
   [0.43]

Note: Part Numbers are RoHS compliant except: � Indicates non-RoHS compliant.



Coaxial Cables

List of the coaxial cables that are listed in the various 
connector series of this section.

Cable-Type Designation
Characteristic Max. Cable Dielectric Diameter (mm)/

VDE Designation2) US Designation IEC DesignationImpedance (Ω) Outer Diameter (mm) Material1)
Manufacturer des. 96-IEC

50 1.9 0.91max/PTFE 5YC5Ye 0.3/0.86 RG 178 50-1-1
50 2.1 0.87/PTFE — RG 196 50-1-2
50 2.25 1.71max/PTFE 5YK 0.51/1.68 RG 405 —
50 2.6 1.60max/PTFE 5YC5Ye 0.5/1.5 RG 316 50-2-1
50 2.8 1.60max/PE 2YCY 0.5/1.5 RG 174 —
50 3.0 1.52/PTFE 5YCC5Y 0.5/1.5 RD 316 —
50 3.6 3.01max/PTFE 5YK 0.9/3.0 RG 402 —
50 6.4 5.38max/PTFE 5YK 1.63/5.33 RG 401 —
75 2.67 1.68max/PTFE 5YC6Y 0.3/1.6 RG 179 75-2-1
75 3.0 1.60max/PTFE — RD 179 —
75 3.3 1.68max/Cell-FEP 06YCC(St)6Y 0.4/1.6 — —
75 3.2 2.1max — ST 212 —
75 3.6 2.0max/Cell-PE 02Y(St)CY 0.45/2.0 — —
75 4.0 2.0maxE/Cell-PE 02Y12YC(mS)C6Y 0.45/2.0 — —
75 4.0 2.54max/PE 2YCY 0.4/2.5 — —
75 4.8 2.54max/PE 2YCCY 0.4/2.5 — —
75 5.0 2.54max/PE 2YC(mS)CY 0.4/2.5 — —
75 6.1 4.25max/PE 2YCY 0.7/4.4 — —
75 6.2 2.83max/PE 2YC(mS)CY 0.5/3.0 — —
75 6.25 3.8max/PE 2YCY 0.58/3.7 RG 59 —
75 7.8 4.43max/PE 2YCCY 0.7/4.4 — —
75 9.8 6.4/PE 2YCCY 1.0/6.5 — —
75 9.8 6.4/PE 2YC(mS)CY 1.0/6.5 — —

1) Material label
PTFE Polytetrafluorethylene
PE Polyethylene
FEP Perfluorethylene propylene
PFA Perfluoralkoxy copolymer

2) Mounting label of the VDE type numbers (from inside to outside)
Example:

6Y  C (mS) C Y 0.7/4.0 -75 (r2/100) vs gr

Dielectric

1st screen

Intermediate layer

2nd screen

Outer jacket

Diameter inner conductor/dielectric

Characteristic impedance

Max. reflection (r) in % / frequency in MHz

Specifications on inner conductor and/or jacket color

Explanation
Dielectric and Jacket

2Y = PE
5Y = PTFE
02Y = Cell PE
06Y = Cell FEP
6Y = FEP

Screen:
C = Cu braiding
K = Cu tape

Intermediate layer:
mS = magnetic screen
St = static screen

Specifications on inner 
conductor:

vs = silver plated
staku = Bare copper-clad

steel wire 
conductor

Jacket color:
gn = green
gr = grey
rt = red
ws = white
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RF Coax Connectors




