





< Tyco
Electronics

AMPMODU Interconnection System

MTE Headers, Right-Angle, Polarized/Latching, Surface Mount

025 E
[0.64] VP 120 .136£.001
[3.05] [3.4520.02]
2Plc
©.085:.002
-140 [2.16£0.05]
[3.56] .065 Min Pad on
[1.65] Underside 2 Plc
1.gsssg .190+.001
. - . 265
Material and Finish o5l Bry el
: : .1652.003
Housing — Black thermoplastic, 94V-0 [4.19+0.07) . 002
rated o 047 o3
133 +005
_ . 1.19
Pusl_s Brass, plated as follows: Position No. 1 Indicator 6705002 1391 [ -0.07]
Plating A — Duplex plated .000030 A [1.7820.05] 7P c (Plated thru hole)
[.00076] gold on contact area, .000100 038 5 pig
iy . [0.97]
[.00254] min. tin on solder area, with Recommended PC Board Layout
entire post underplated .000050 350
[.00127] nickel. B [8.89]
Plating B— Duplex plated .000015 K 120 [-ggg] Ref
.00038] gold on contact area, .000100 [3.05] Contact Area
[.00254] min. tin on solder area, with
entire post underplated .000050
[.00127] nickel.
Plating C — .000100 [.00254] tin over 262
.000050 [.00127] nickel on entire post (6.65] -200
K c [5.08] .002 457 Seel
[0.05] [11.61]
Recommended (Tangent Ref
PC Board Layout 5 of heel)
(Refer to MTE Application Spec. ['10_;2] Section K-K
114-25026 for Stencil Aperture Layout
Using .006 [0.152] or .008 [0.203]
Stencil Thickness)
Related Product Data 288
Mateable AMPMODU MTE [7.32]
Products — Ref .0541.039
Receptacle Assemblies (Polarized/ [1.37/0.99] _
Latching) — pages 230, 231 View L
R . .140+.002
Rgcep_tacle Ass_emb_lles with Guide [3.5620.05]
Ribs (installed in Single-Row
Coupling Shroud) — pages 232, 233, No. of Dimensions Right-Angle Latching SMT Headers
235,240 Pos. A B [ D E Plating A  PlatingB  Plating C
2 400[10.16] .220[5.59]  .100[254]  .140(3.56]  .290[7.37] 5-147323-1  5-147278-1  5-147324-1
Technical Documents — 3 .500[12.70] .320[8.13]  .200(5.08]  .190([4.83]  .390[9.91] 5-147323-2  5-1472782  5-147324-2
pages 277, 278 4 .600[15.24] 420[10.67] .300(7.62]  .240[6.10]  .490[12.45] 51473233 5-147278-3 5-147324-3
Product Specification 5  .700[17.78] .520[13.21]  .400[10.16] .290([7.37]  .590[14.99]  5-147323-4  5-147278-4 5-147324-4
108-25034 6  .800[20.32] .620[15.75] .500[12.70] .340([8.64]  .690[17.53]  5-147323-5 5-147278-5 5-147324-5
. - 7 .900[22.86] .720[18.29]  .600([15.24] .390[9.91]  .790[20.07]  5-147323-6  5-147278-6 5-147324-6
Application Specification
11'] f 95026 p 8  1.000[25.40] .820([20.83] .700[17.78] .440[11.18] .890[22.61]  5-147323-7  5-147278-7 5-147324-7
9  1.100[27.94] .920[23.37] .800[20.32] .490[12.45] .990[25.15]  5-147323-8  5-147278-8 5-147324-8
10 1.200[30.48] 1.020[25.91] .900[22.86] .540[13.72] 1.090([27.69]  5-147323-9  5-147278-9  5-147324-9
11 1.300[33.02] 1.120[28.45] 1.000[25.40] .590[14.99] 1.190[30.23]  6-147323-0  6-147278-0  6-147324-0
12 1.400([3556] 1.220[30.99] 1.100([27.94] .640[16.26] 1.290[32.77]  6-147323-1  6-147278-1  6-147324-1
13 1.500([38.10] 1.320[33.53] 1.200[30.48] .690[17.53] 1.390([35.31]  6-147323-2  6-147278-2  6-147324-2
14 1.600[40.64] 1.420[36.07] 1.300[33.02] .740[18.80] 1.490([37.85]  6-147323-3  6-147278-3 6-147324-3
15  1.700[43.18] 1.520[38.61] 1.400[35.56] .790[20.07] 1.590[40.39]  6-147323-4  6-147278-4 6-147324-4
16 1.800[45.72] 1.620[41.15] 1.500(38.10] .840[21.34] 1.690[42.93]  6-147323-5 6-147278-5 6-147324-5
17 1.900[48.26] 1.720[43.69] 1.600[40.64] .890[22.61] 1.790[45.47]  6-147323-6  6-147278-6  6-147324-6
18 2.000([50.80] 1.820[46.23] 1.700[43.18] .940[23.88] 1.890[48.01]  6-147323-7  6-147278-7 6-147324-7
19 2.100([53.34] 1.920[48.77] 1.800[45.72] .990[25.15] 1.990([50.55]  6-147323-8  6-147278-8  6-147324-8
20 2.200[55.88] 2.020([51.31] 1.900[48.26] 1.040([26.42] 2.090[53.09]  6-147323-9  6-147278-9  6-147324-9
21 2.300[58.42] 2.120([53.85] 2.000[50.80] 1.090[27.69] 2.190[55.63]  7-147323-0  7-147278-0 7-147324-0
22 2.400(60.96] 2.220(56.39] 2.100[53.34] 1.140[28.96] 2.290(58.17]  7-147323-1  7-147278-1 7-147324-1
23 2.500[63.50] 2.320([58.93] 2.200[55.88] 1.190([30.23] 2.390[60.71]  7-1473232  7-147278-2  7-147324-2
Note: All part numbers are RoHS 24 2.600[66.04] 2.420[61.47] 2.300[58.42] 1.240([31.50] 2.490[63.25]  7-147323-3  7-147278-3 7-147324-3
compliant. 25  2.700[68.58] 2.520[64.01] 2.400[60.96] 1.290[32.77] 2.590[65.79]  7-147323-4  7-147278-4  7-147324-4

(Catalog 1307819
Revised 8-08

Dimensions are in inches and
millimeters unless otherwise

specified. Values in brackets

www.tycoelectronics.com are metric equivalents.

Dimensions are shown for
reference purposes only.
Specifications subject

to change.

USA: 1-800-522-6752
Canada: 1-905-470-4425
Mexico: 01-800-733-8926

C. America: 52-55-1106-0803

South America: 55-11-2103-6000
Hong Kong: 852-2735-1628
Japan: 81-44-844-8013

UK: 44-8706-080-208
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= Tyco
Electronics AMPMODU Interconnection System

MTE Headers, Vertical, Polarized/Latching, Surface Mount

E
E

i 8 nlaaal |

[ .075
[1.90]

025
[0.62] P

.535
[13.59]

A\
\\

Material and Finish R — L L .063

. [7.62] " - 152
Housing — Black thermoplastic, 94V-0 Position No. 1 Indicator [1.52]
rated

Posts — Brass, plated as follows: .025

Typ. .
Plating A— Duplex plated .000030 (064 I
[.00076] gold on contact area, .000100 1l _—
[.00254] min. tin on solder area, with 0 ] | >
entire post underplated .000050 E:&‘_: N r * j [;L W
[.00127] nickel. I U L D
Plating B — Duplex plated .000015 [2.54] K 120 . c
[.00038] gold on contact area, .000100 200 [5.08] Pickand Place Cap
[.00254] min. tin on solder area, with [5.08] Section K-K
entire post underplated .000050 .100

Typ.
1.00127] nickel. (254) 7P
.055+.003

Plating C — .000100 [.00254] tin 505292 [ .4010.08]“ r

over .000050 [.00127] nickel on entire T o0

post [1 32 _0.07
Plated Thru-Hole

>

.230
K= [5.84]

S | [N )
L

.088+.003
r [2.2520.08]

Recommended ] O !
PC Board Layout X

(Refer to MTE Application Spec. 9 h";gfg’ggl
114-25026 for Stencil Aperature Layout R
using .006 [0.152] or .008 [0.203]

stencil thickness

(2]
=
)
=
<
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w
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BS3E 227
2.88]  [5.76]

0.06

[1.53]

Position No. 1

Recommended PC Board Layout
Related Product Data

Mateable AMPMODU MTE No. of Dimensions Vertical SMT Headers
Products — Pos. A B c D E Plating A Plating B Plating C
Receptacle Assemblies (Polarized/ 2 .300[7.62]  .220[559]  .100[2.54] 220[5.60] 110[2.80]  5-1375583-1  5-1375582-1 5-1375549-1
Latching) —pages 230,231 3 .400[10.16] .320[8.13]  .200[5.08] 3200814  160[4.07] 51375583-2 5-1375582-2 5-1375549-2
Receptacle Assemblies with Guide 4 500(1270]  .420[10.67] .300[7.62]  .420(10.68]  .210[5.34] 513755833 51375582-3 5-1375549-3
Ribs (installed in Single-Row 5  .600[1524] 520[1321] .400[10.16]  520[13.22]  .260[6.61]  51375583-4 51375582-4 51375540-4

6

7

8

$)

gg;%ugg Shroud) — pages 232, 233, 700(17.78]  .620[15.75] .500[12.70]  .620[15.76]  .310[7.88]  5-1375583-5 5-1375582-5 5-1375549-5
800[20.32]  .720[1829] .600[15.24]  .720[18.30]  .360[9.15]  51375583-6 5-1375582-6 5-1375549-6

900[22.86]  .820[20.83] .700[17.78]  .820[20.84]  .410{10.42] 5-1375583-7 513755827 5-1375549-7

9 1.000[25.40] .920[23.37] .800[20.32]  .920[23.38]  .460[11.69] 5-1375583-8 5-1375582-8 5-1375549-8
10 1.100[27.94] 1.020(25.91] .900[22.86] 1.020[25.92]  .510[12.96] 5-1375583-9 5-1375582- 5-1375549-9

Technical Documents —
pages 277, 278

Product Specification 11 1.200[30.48] 1.120[28.45] 1.000(25.40]  1.120(28.46]  .560[14.23] 6-1375583-0 6-1375582-0 6-1375549-0
108-25034 12 1.300(33.02] 1.220[30.99] 1.100[27.94]  1.220(31.00]  .610[15.50] 6-1375583-1 6-1375582-1 6-1375549-1
Application Specification 13 1.400[35.56] 1.320[33.53] 1.200(30.48]  1.320(33.54]  .660[16.77] 6-1375583-2 6-1375582-2  6-1375549-2
114-25026 14 1.500[38.10] 1.420[36.07] 1.300[33.02]  1.420[36.08]  .710[18.04] 6-1375583-3 6-1375582-3 6-1375549-3

15 1.600[40.64] 1.520(38.61] 1.400[3556] 1.520(38.62]  .760[19.31] 6-1375583-4 6-1375582-4 6-1375549-4
16 1.700[43.18] 1.620[41.15] 1.500[38.10]  1.620[41.16]  .810[2058] 6-1375583-5 6-1375582-5 6-1375549-5
17 1.800[45.72] 1.720(43.69] 1.600[40.64] 1.720[43.70]  .860[21.85] 6-1375583-6 6-1375582-6 6-1375549-6
18 1.900[48.26] 1.820[46.23] 1.700[43.18]  1.820[46.24]  .910[23.12] 6-1375583-7 6-1375582-7 6-1375549-7
19 2.000[50.80] 1.920[48.77] 1.800[4572] 1.920[48.78]  .960[24.39] 6-1375583-8 6-1375582-8 6-1375549-8
20 2.100[53.34] 2.020[51.31] 1.900[48.26] 2.020[51.32] 1.010[25.66] 6-1375583-9 6-1375582-9 6-1375549-9
21 2200[55.88] 2.120[53.85] 2.000(50.80] 2.120[53.86] 1.060[26.93] 7-1375583-0 7-1375582-0 7-1375549-0
22 2.300[58.42] 2.220[56.39] 2.100(53.34]  2.220[56.40] 1.110[28.20] 7-1375583-1 7-1375582-1 7-1375549-1
23 2.400[60.96] 2.320[58.93] 2.200(55.88]  2.320[58.94] 1.160[29.47] 7-1375583-2 7-1375582-2 7-1375549-2
24 250006350 2.420[61.47] 2.300(5842] 2.420[61.48] 1.210[30.74] 7-1375583-3 7-1375582-3 7-1375549-3
25 2.600[66.04] 2.520[64.01] 2.400(60.96] 2.520[64.02] 1.260[32.01] 7-1375583-4 7-1375582-4 7-1375549-4

Note: All part numbers are RoHS

compliant.
252
(Catalog 1307819 Dimensions are in inches and Dimensions are shown for USA: 1-800-522-6752 South America: 55-11-2103-6000
Revised 8-08 millimeters unless otherwise reference purposes only. Canada: 1-905-470-4425 Hong Kong: 852-2735-1628

specified. Values in brackets Specifications subject Mexico: 01-800-733-8926 Japan: 81-44-844-8013
www.tycoelectronics.com are metric equivalents. to change. C. America: 52-55-1106-0803 UK: 44-8706-080-208


http://www.tycoelectronics.com

= Tyco
Electronics AMPMODU Interconnection System

Interchangeable Contacts, Wire Crimp (Snap-In)

Material and Finish Short Point Receptacles
.068

Copper alloy C7025, plated as follows: (1.73]
Plating A — Duplex plated .000030

[0.00076] min. gold on contact area, -
.000050 [0.00127] min. tin in crimp oo |
area, with entire contact underplated

000050 [0.00127] min. nickel '
Plating B — Duplex plated .000015

[0.00038] min. gold on contact area,

.000050 [0.00127] min. tin in crimp

area, with entire contact underplated

.000050 [0.00127] min. nickel

Plating C — .000100 [0.00254] min.

tin over .000050 [0.00127] min. nickel 060
on entire contact 460 [1.52]

4
P P S e |
e

Keying Plug
Part No. 104072-1
Ten plugs are supplied per strip.
Order quantity reflects the number
of strips required. .012
[0.30]
Gap
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SectionC-C
Extraction/Lance Reset
Tool No. 843477-1 5
Related Product Data Technical Documents —
Performance Characteristics — pages 277, 278
page 221 Product Specification
Housings used in — 108-1472, 108-1472-1
Short Point—pages 223, 224 Application Specification
AMPMODU MTE Unloaded 114-25038
Housings — pages 228-233
Application Tooling—
pages 270-272
i i Heavy Duty Miniature Applicator for
Wgaenzleze gu_s. N Contact Part No. Applicator for ANP-O-MATIC Hand
— e ia. Finish (Standard Pressure) AMP-O-LECTRIC Stripper/Crimper Tool
AWG [mm?] Range Strip Form  Loose Piece Machine* Machine Nos.
025-.060 Plating A 1-104481-1  1-104481-3
32-28  0.03-0.08 {'gay Plating B 1-104481-0  1-104481-2 567296-2 466980-1 91518-1

Plating C  5-104481-2  5-104481-6
Plating A 1-104480-3  1-104480-6

26-22 0.13-0.3 0022-1022 Plating B 1-104480-2  1-104480-5 567297-2 466981-1 91518-1
Plating C  1-104480-7  1-104480-4
1025-.060 Plating A 1-104479-0  1-104479-3

24-20 0.2-0.5 0.64-1.52 Plating B 104479-9  1-104479-2 567298-2 466982-1 91551-1
Plating C 104479-8  1-104479-1

*For use with Model “K” machines. Call the Technical Support Center (1-800-522-6752) for part nos. of applicators for use with the Model “G” machines (shown
on page 270), as well as other bench machines and fully automatic AMPOMATOR lead making machines.

Note: These wire crimp contacts can be intermixed with insulation displacement crimp contacts.

Note: All part numbers are RoHS compliant.

253
(Catalog 1307819 Dimensions are in inches and Dimensions are shown for USA: 1-800-522-6752 South America: 55-11-2103-6000
Revised 8-08 millimeters unless otherwise reference purposes only. Canada: 1-905-470-4425 Hong Kong: 852-2735-1628
specified. Values in brackets Specifications subject Mexico: 01-800-733-8926 Japan: 81-44-844-8013

www.tycoelectronics.com are metric equivalents. to change. C. America: 52-55-1106-0803 UK: 44-8706-080-208
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= Tyco
Electronics AMPMODU Interconnection System
Interchangeable Contacts, Wire Crimp (Snap-In) (Continued)
Material and Finish Pins

Phosphor bronze, plated as follows:
Plating A — Duplex plated .000030
[0.00076] gold on contact area, .000030
[0.00076] min. tin in crimp area, with
entire contact underplated .000050
[0.00127] nickel

Plating B — Duplex plated .000015
[0.00038] gold on contact area, .000030
[0.00076] min. tin on solder area, with
entire contact underplated .000050
[0.00127] nickel

.025

Plating ¢ — 000100 [0.00254] tin [064]
over .000050 [0.00127] nickel on entire
contact
.025
[0.64]
Extraction/Lance Reset m—ﬁb
Tool No. 843477-1 e
=2 810
£ Related Product Data o5
S Performance Characteristics —
= page 221
= AMPMODU MTE Unloaded
Housings — pages 228-233
Application Tooling —
pages 270-272
5 Technical Documents —
pages 277, 278
Product Specification
108-25034
Application Specification
114-25026
Contact i
Wire Size . Part No. __Heavy Duty ﬁﬂ'ﬂfgﬁf\ﬁﬂfé Hand
Range Ins. Dia. Finish (Standard Pressure) Miniature Applicator Stripper/ Tool
TS Range - for AMP-O-LECTRIC :
AWG [mm?2] Strip Loose Machine* Crimper Nos.
Form Piece Machine
Plating A 5-104506-6 5-104506-7
3228 0.03-0.08 25-0%4 Plating B 5-104506-4 5-104506-5 — — 58342-2
Plating C 5-104506-2 5-104506-3
036-.054 Plating A 5-104505-6 5-104505-7
2622  0.14-0.82 551137 Plating B 5-104505-4 5-104505-5 567239-2 466983-1 91531-1
Plating C 5-104505-2 5-104505-3

*For use with AMP-O-LECTRIC Model “K” machines. Call Technical Support Center (1-800-522-6752) for part nos. of applicators for use with the
AMP-O-LECTRIC Model “G” machines (shown on page 270), as well as other bench machines and fully automatic AMPOMATOR lead making machines.
Note: These wire crimp contacts can be intermixed with insulation displacement crimp contacts.

Note: All part numbers are RoHS compliant.
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(Catalog 1307819 Dimensions are in inches and Dimensions are shown for USA: 1-800-522-6752 South America: 55-11-2103-6000
Revised 8-08 millimeters unless otherwise reference purposes only. Canada: 1-905-470-4425 Hong Kong: 852-2735-1628
specified. Values in brackets Specifications subject Mexico: 01-800-733-8926 Japan: 81-44-844-8013

www.tycoelectronics.com are metric equivalents. to change. C. America: 52-55-1106-0803 UK: 44-8706-080-208
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