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PRODUCT SPECIFICATION

SCOPE
This specification covers the performance and test requirements and
quality assurance provisions for the HV 100 Connector.

The connector consists of a flame retandant insulator with phosphor
bronze contacts on a 2,54 (.100)* centerline.

The contacts are preloaded to reduce mating forces and stubbing and
have a short-point-of-contact design.

The mating part should be a header with 0,63 (.025) square of round
posts with or without insulating housing.

For the preparation of this detail specification the sectional
specification IEC 603-1 / DIN 41 650-1 is used.

APPLICABLE DOCUMENTS

The following documents form a part of this specification to the
extent specified herein., In the event of conflict between the
requirements of this specification and the product drawing, the
product drawing shall take precedence. In the event of conflict
between the requirments of this specification and the referenced
documents, this specification shall take precedence.

* values in mm, values in brackets inches
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PRODUKT SPEZIFIKATION

BESCHREIBUNG

Diese Spezifikation umfaft die Qualitits- und Testanforderungen fiir
den HV 100 Steckverbinder.

Der Stecker besteht aus einem flammhemmenden Kunststoffkdrper mit
Phosphor-Bronze Kontakten mit einem 2,54 (.100)* Raster.

Die Kontakte haben eine Vorspannung, um eine reduzierte Steckkraft zu
erreichen und gleichzeitig einem Hinterstecken vorzubeugen. Die
Kontakte haben einen weit vorliegenden Kontaktpunkt.

Das Gegenprodukt ist eine Stiftleiste mit 0,63 (.25)% viereckigen oder
runden Stiften mit oder ohne Isolationskérper.

Fir die Erarbeitung dieser Spezifikation ist die Rahmen-Spezifikation
IEC 603-1 / DIN 41 650-1 zugrundegelegt.

ANWENDBARE SPEZIFIKATIONEN

Die nachfolgend aufgefiihrten Spezifikationen bilden einen Teil dieser
Spezifikation. Sollten bei der Durchfiihrung zwischen Anforderung die-
ser Spezifikation und der Produkt-Zeichnung Schwierigkeiten auftreten,
so ist die Produkt-Zeichnung mafgebend. Im Falle eines Widerspruchs
zwischen Anforderung dieser Spezifikation und den aufgefiihrten
Dokumenten, ist diese Spezifikation vorrangig anzuwenden.

* MaBe .in mm, Mafe in Klammern in inch.
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