


tl[DD HexaShield High-Performance EMC/EMI Adaptors

Raychem

Electronics Kit Descriptions

Hexashield Adapters for
Circular Connectors:
Straight, 45°and 90°

Assemblies
Item Description
1 Straight adapter assembly
2 Conic ring assembly
Star
Plain (Standard)
3 Drilled (Option)

Split (Option) _

Straight adapter assembly - “L” version
- nominally 0.5" [12.7] longer body

45° adapter assembly - welded

45° adapter assembly - swept

90° adapter assembly - welded
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90° adapter assembly - swept
Standard products shown.

Variants available on request.

Split star assemblies are shown

on relevant S.C.D’s where applicable.
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Item HexaShield Version

-1 Back Nut
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2 Tinel adapter assembly
Tinel-Lock ring for single braid

-3 Bandstrap adapter assembly

-C Conduit adapter
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HexaShield Adapters for
ARINC 404/600 Connectors:
Sizes 1,2, 3 and 4
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Assemblies
Item Description
1 Left side support
2 Right side support
3 Retention bars
Body assemblies
Body
Holding nut
4 Conic ring assembly
Star _
Back nut
Cavity plug assemblies
5 Plu
Holding nut
6 Pan head screws - 4-40 UNC
7 Spring washers
ARINC 600 Size 2 shown
Stars are available as plain, drilled or split.
See relevant S.C.D’s for further information
Catalog 1654507 Dimensions are in millimeters Dimensions are shown for
Revised 5-03 and inches unless otherwise reference purposes only.

specified. Values in brackets Specifications subject
www.tycoelectronics.com are U.S. equivalents. to change.

USA: 1-800-522-6752
Canada: 1-905-470-4425
Mexico: 01-800-733-8926

C. America: 52-55-5-729-0425

South America: 55-11-3611-1514
Japan: 81-44-900-5102
Singapore: 65-4866-151

UK: 44-1793-528171



tl[DD HexaShield High-Performance EMC/EMI Adaptors Raychem

Electronics Ordering Information

Part Numbering for
Standard Products

HexaShield Adapter for
Circular Connectors

HEXYY L -AY -00 S -YY -AY -Y -DS

1 Drilled Star:

*See applicable SCD for star options

Type of Back Nut:

1 = Standard back nut

2 = Clamping nut for tinel ring (for overbraid protection)
3 = Clamping nut with bandstrap

C = Clamping nut for conduit applicator

Max. number of ferrules that can be accommodated
*See applicable SCD for options

Hexashield Size Code:
*See applicable SCD for order number (shell size)

S = Swept version

Configuration:

00 = Straight body

45 = 45 degree angle body
90 = 90 degree angle body

Type of Plating:
B = Cadmium plated
C = Electroless nickel

L = Long body
*See applicable SCD for availability

Connector Code Number:

21 = MIL-C-26482 Series 1

40 = MIL-DTL-38999 Series 3 and 4
41 = MIL-DTL-38999 Series 1 and 2
54 = MIL-DTL-38723 Series 1 and 3
MIL-C-25482 Series 2
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Catalog 1654507 Dimensions are in millimeters Dimensions are shown for ~ USA: 1-800-522-6752 South America: 55-11-3611-1514
Revised 5-03 and inches unless otherwise reference purposes only. Canada: 1-905-470-4425 Japan: 81-44-900-5102
specified. Values in brackets Specifications subject Mexico: 01-800-733-8926 Singapore: 65-4866-151

www.tycoelectronics.com are U.S. equivalents. to change. C. America: 52-55-5-729-0425 UK: 44-1793-528171



HexaShield High-Performance EMC/EMI Adaptor

Ordering Information  (Continued)

HexaShield Adapter for
Collins Connectors

HexaShield Adapter for
ARINC 600 Connectors
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Part Numbering of Ferrule e
Kits =
*Not all part numbers are standard; your local Tyco Electronics representative will assist you in selecting the
appropriate standard product
Catalog 1654507 Dimensions are in millimeters Dimensions are shown for ~ USA: 1-800-522-6752 South America: 55-11
Revised 5-03 and inches unless otherwise reference purposes only. Canada: 1-905-470-4425 Japan: 81-44-900-510

specified. Values in brackets Specifications subject Mexico: 01-800-733-8926 Singapore: 65-4866-151
www.tycoelectronics.com are U.S. equivalents. to change. C. America: 52-55-5-729-0425  UK: 44-1793-528171






