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Lötpro Þl

Empfohlene Wellen-Lötpro Þle

Technische Änderungen vorbehalten

Wellen-Lötpro Þle

Bedrahtete Anschlusselemente sind in Anlehnung an die Norm DIN EN 61760-1 zu verarbeiten. Anbei zwei 
Empfehlungen für praxisbezoge WellenlötproÞle, mit denen Leiterplattenanschlussklemmen und Steckverbinder von 
Weidmüller qualiÞziert sind.

Bei der Wahl eines passenden ProÞls für Ihre Anwendung sind unteranderem folgende Faktoren zu beachten:
- Stärke der Leiterplatte
- Cu-Anteile in den Lagen
- Ein-/Beidseitige Bestückung
- Produktspektrum
- Aufheiz- und Abkühlrate 

Die Einzel- und Doppelwelle zeigt jeweils den empfohlenen Verarbeitungsbereich inkl. der maximalen  Löttemperatur 
von 260°C. In der Praxis liegt die maximale Löttemperatur sehr häuÞg weit unter dem o.g. MaximalproÞl.
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Vorwärmung

Abkühlrate < 6 °K/s

250 °C

260 °C
Kontaktzeit ca. 3 sec.

Typisches Verfahren
Verfahrensgrenzen
Temperatur auf der LeiterplatteAufheizrate < 3 °K/s

255 °C

ca. 150 °C

Einzelwelle:
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Vorwärmung

Abkühlrate < 6 °K/s

250 °C
260 °C

Aufheizrate < 3 °K/s

255 °C

Typisches Verfahren
Verfahrensgrenzen
Temperatur auf der Leiterplatte

 Gesamtkontaktzeit max. 10 sec.

ca. 150 °C

Doppelwelle:
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preheating

Melting point lead-free solder paste

Heating rate: < 3 °K/s

Cooling rate: < 6 °K/s

180 °C

190 °C

235 °C
245 °C

254 °C

approx. 
60 s > 217 °C

Continuous line: Typical process
Dotted line:  Process limits

Recommended re ßow soldering pro Þle

Reßow Solder Pro Þle

We reserve the right to make technical changes.

Reßow soldering pro Þle

The perfect soldering proÞle for SMT Surface Mount Technology is one the most exiting question in SMT production. 
But there are more than one correct answer: The diagram of temperature-on-time is related to processing features of 
solder paste and to maximum load of components. 

We have to consider the following parameters:
• Time for pre heating
• Maximum temperature
• Time above melting point
• Time for cooling
• Maximum heating rate
• Maximum cooling rate

We recommend a typical solder proÞle with associated process limits. With preheating components and board are 
prepared smoothly for the solder phase. Heating rate is typically  �” +3K/s. In parallel the solder paste is ‚activated’. The 
time above melting point of 217°C the paste gets liquid and components and boards begin to connect. The maximum 
temperature of 245°C to 254°C should stay between 10 and 40 seconds. In the cooling phase at �• -6K/s solder is 
cured. Board and components cool down while avoiding cold cracks.


