
DESIGNED & DIMENSIONED
IN MILLIMETERS[INCHES]

T2I-XX-XX-X-S-XX
No OF POSITIONS

ROW SPECIFICATION
-S: SINGLE ROWLEAD STYLE

 -VT: VERTICAL PLATING SPECIFICATION
-T: MATTE TIN CONTACT AND TAIL

TAIL OPTION
-TH: THROUGH HOLE-02, -03, -04, -05
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UNLESS  OTHERWISE  SPECIFIED,
DIMENSIONS ARE IN MILLIMETERS.
TOLERANCES  ARE:
DECIMALS                     ANGLES
X.X: 0.3 [.01]               2 
X.XX: 0.13 [.005]
X.XXX: 0.051 [.0020]
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NOTES:

1.                    REPRESENTS A CRITICAL DIMENSION.
2. MINIMUM PUSHOUT FORCE: 4.44N[1.0 LB] FOR TERMINAL,
    2.22N[0.5 LB] FOR WELD TAB.
3. POST HEIGHT VARIATION BETWEEN ANY TWO PINS: 0.13[.005] MAXIMUM.
4. MAXIMUM PIN ROTATION IN BODY TO BE 2 .
5. NOT RECOMMENDED FOR INVERTED REFLOW SOLDER.
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